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Evaluation of Deoxygenation as a Corrosion
Control Measure for Ballast Tanks

J.S. Lee,*'* R.. Ray,* B.J. Little,* and E.J. Lemieux"

20060619022
ABSTRACT same treatment provides a low-cost, effective corro-

sion control measure for uncoated carbon steel ballast

Field experiments designed to evaluate deoxygenation of natu- tanks based on the concept that reducing oxygen from
ral seawater as a corrosion control measure for unprotected the ballast tanks will limit oxidation. 2 Matsuda, et
carbon steel seawater ballast tanks demonstrated decreased al.,' conducted shipboard trials by sealing a ballast

corrosion in hypoxic (<0.2 ppm 02) seawater using linear tank at the deck and installing vertical pipes into the

polarization measurements. They also demonstrated the diffi- headspace. They reported that pumping pure nitrogen
culty of maintaining hypoxic seawater. Using a gas mixture gas into the headspace for 1.5 h reduced oxygen levels
It was possible to displace dissol ved oxygen. However, aero- in the hea dspaeor 1 .5 h ru d o en
bic respiration and corrosion reactions consumed oxygen and in the seawater to approximately 0.2 ppm and de-
produced totally anaerobic conditions within the first days of creased the rate of uniform corrosion of carbon steel

hypoxia. When gaskets and seals failed, oxygen was inadver- by 90% as determined by weight loss.

tently introduced. The impact of oxygen ingress on corrosion Previous laboratory experimentsa" comparing cor-

depends on the amount of oxygen In the system at the time rosion resulting from stagnant aerobic natural seawa-
oxygen is introduced. Carbon steel exposed to cycles of ter with corrosion resulting from stagnant anaerobic
hypoxic seawater and oxygenated atmosphere had higher natural seawater over a 1-year period demonstrated
corrosion rates than coupons exposed to cycles of either con- the following:
ststently aerobic or deoxygenated conditions. -Corrosion was more aggressive under totally

KEY WORDS: alternate immersion, ballast, carbon steel, anaerobic conditions as measured by instanta-

deoxygenation, seawater neous corrosion rates (1 /R) and weight loss.
-Under aerobic conditions corrosion was uni-

INTRODUCTION form and the surface was covered with hydrous
iron oxides (lepidocrocite [y-FeO(OH)] and goe-

The deoxygenation of seawater has been demon- thite [a-FeO(OH)]).
strated as an environmentally friendly ballast water -Under anaerobic conditions the corrosion was

treatment to control the introduction of nonnative localized pitting and the corrosion products

aquatic species.' Investigators have proposed that the were an iron/nickel sulfide (mackinawite
[(Fe,Ni)S] and an iron sulfide (pyrrothite [Fe,-.S]).

Submitted for publication February 2005; in revised form, May Several investigatorsS7 have suggested that the
2005. Presented as paper no. 05217 at CORROSION/2005, April
2005, Houston, TX. most corrosive operating condition is one in which
Corresponding author. E-mail: Jlee@nrlssc.navy.mil. carbon steel is exposed to alternating oxygenated/

* Naval Research Laboratory, Code 7330, Bldg. 1009, Rm. B 131, deoxygenated seawater. Under constant oxygenation
Stennis Space Center, MS 39529.

** Naval Research Laboratory, Key West, FL 33041. an oxide will form that provides corrosion resistance.
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TABLE I
Chemical Composition of Carbon Steel 1020

AISI-SAE
Designation C Mn P max S max Fe

1020 0.17to 0.23 0.3 to 0.6 0.04 0.05 Balance

seawater followed with an oxygenated atmosphere,
and deoxygenated seawater followed with an Inert
atmosphere. Results are compared with the previously
reported results for carbon steel exposed in the labo-
ratory to stagnant aerobic and totally anaerobic natu-
ral seawater.' The field experiments described in this
paper were not designed to produce totally anaerobic

(a) conditions, but were meant to approximate the level of
oxygen described in the Matsuda, et al., experiments, 2

- - . i.e., 0.2 ppm. An important difference between this
field experiment and the work reported by Matsuda is

.. . .the method of deoxygenation. In the Matsuda experi-
ment, only the atmospheric headspace was deoxygen-

F(~VI ~ated whereas in this field experiment, the in-flowing
seawater was directly deoxygenated.

AM 2 EXPERIMENTAL PROCEDURES

Mwi:ltc 1=a466 Three cylindrical tanks (35.5 cm diameter and

Rbw .. 27.9 cm height) made from heavy gage, chemical-
resistant, opaque polyethylene were built to expose
1020 carbon steel (UNS G10200)1" to natural seawater

""i : 4 W.0o, rZv (Figure 1 [a]). Corrosion coupons were 1020 carbon
41(drab? rTOO steel (Table 1), 1.5 cm diameter by 0.16 cm thick with

(b) an as-mill finish. Individual insulated wires were at-
(b) tached to the back of each sample and held In place

FIGURE 1. (a) Experimental tank used to examine rates and uncondutive silveadhesive and carbon tape

mechanism of corrosion under deoxygenated conditions. (b) exp os u ctive silve coupon a n cated tape.cuum

Schematic of coupon holder and individual side rows 1 through 3 exposure side of the coupon was coated with vacuum

and bottom row 4. grease and centered face down inside an epoxy mount
(3.175 cm diameter by 2.54 cm high) with the wire
connection exposed. Epoxy was added, covering the

Under anaerobic conditions, naturaly occurring sul- connection, and allowed to cure for 24 h. Vacuum
fate-reducing bacteria (SRB) produce sulfides, result- grease prevented epoxy Intrusion between the sample
Ing in the conversion of the oxide to a sulfide. The face and mount bottom, preserving the as-mill finish.
result of repeated oxygenated/deoxygenated cycles is Epoxy-mounted carbon steel coupons were orien-
reportedly severe localized corrosion, i.e., pitting. Most tated in vertical rows 1 through 3 (27 samples) and
reported cases of SRB-induced corrosion of carbon horizontal row 4 (9 samples) to simulate tank side-
steel in marine waters are in environments with some walls and bottoms, respectively (Figure 1 [b]). Prior to
dissolved oxygen in the bulk medium.' Anaerobic con- seawater exposure, coupons were rinsed in acetone
ditions and sulfides can form within marine biofilms (CHCOCH3 ), ethanol (C2H 60), and distilled water and
at biofilm/metal interfaces, independent of bulk oxy- dried with nitrogen gas to remove vacuum grease
gen concentrations.' and residual surface debris. A silver/silver chloride

Field experiments were designed to evaluate de- (Ag/AgCl) electrode and a platinum/niobium (Pt/Nb)
oxygenation as a corrosion control measure for un- mesh were used as reference and counter electrodes,
coated carbon steel ballast tanks exposed to natural respectively.
seawater when tanks were maintained with cycles of Experiments were conducted with natural seawa-
potential operating conditions: oxygenated seawater ter at the Naval Research Corrosion Laboratory, Key
followed by an oxygenated atmosphere, deoxygenated West, Florida. Coupons in the tanks were exposed to

the following:
UNS numbers are listed in Metals and Alloys in the Unified Num- t fllowinge

bering System, published by the Society of Automotive Engineers -fill/drain cycles of alternating natural oxygen-
(SAE International) and cosponsored by ASTM International. ated seawater and air (aerobic/aerobic)
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TABLE 2
Seawater Chemistry

Sulfide Dissolved Temperature
Water Condition pH (ppm) Oxygen (ppm) Salinity (CC)

Raw seawater 8.02 <0.03 6.5 38 28
Deoxygenated seawater 6.23 <0.03 <0.1 38 28

TABLE 3
Physical Water Chemistry and Bacteria Counts after 14 Days of Wet Cycle for all Tanks (Collected on Day 98)

Exposure Sulfide Aerobes Anaerobes APB SRB
(Fill/Drain Cycle) pH (ppm) (10)X (10)0 (10)x (10)x

Raw seawater 8,02 <0.03 4 3 4 0
Aerobic/aerobic 7.42 0.12 1 2 2 5
Deoxygenated/aerobic 7.29 0.18 3 3 3 0
Deoxygenated/deoxygenated 6.57 0.20 3 1 2 3

-fill/drain cycles alternating deoxygenated natu- fixed in 4% glutaraldehyde (CH 8O2) in seawater and
ral seawater and air (deoxygenated/aerobic) rinsed in distilled water. Environmental scanning

-fill/drain cycles alternating deoxygenated natu- electron microscopy (ESEM) and energy-dispersive
ral seawater and inert gas (deoxygenated/ spectroscopy (EDS) were used to characterize cor-
deoxygenated) rosion morphology, biofilm structure, and corrosion

Natural seawater was deoxygenated using an in-line products. X-ray diffraction (XRD) was used to deter-
injection of premixed inert gases. A combination of mine the mineralogy of the corrosion products. The
carbon dioxide (CO=) and nitrogen gases was used open-circuit potential (Ec., vs. Ag/AgCl) was moni-
to decrease gas bubble size, thereby increasing the tored continuously using a data logger, and the linear
bubble surface-to-volume ratio and facilitating deoxy- polarization resistance method (LPR) was performed
genation. The system was designed so that the inert on each sample every 30 days to 90 days to obtain
gas was also used to blanket the headspace in the polarization resistance (RW. Dissolved oxygen (DO)
deoxygenated/deoxygenated exposure during the fill in each container was monitored continuously using
cycle or the entire ballast tank during the drain cycle, a DO probe immersed in the midsection of the tank
whereas in the deoxygenated/aerobic exposure, no between rows 2 and 3, with the water level just above
attempt was made to prevent air from entering the row 1 (Figure 1 [b]).
headspace. After draining, a thin layer of seawater
remained in the bottom of all tanks. RESULTS

The following parameters were measured before/
after deoxygenation and at 98 days' exposure: dis- Natural Key West, Florida, seawater had a pH of
solved oxygen, salinity, temperature, bulk pH, and 8.02 while the deoxygenated seawater had a pH of
sulfide. A 20-mL water sample was removed from 6.23. The drop in pH was due to CO2 in the deoxygen-
each tank. Sulfide concentrations were determined ation gas mixture. The sulfide concentration was
In triplicate using the methylene blue method"° and negligible (ppb) in the natural and deoxygenated sea-
a spectrophotometer by extracting 1 mL and diluting waters. Deoxygenation resulted in the removal of DO
1:10 with double-distilled water. On Day 98, after from the raw seawater level of 6.5 ppm to less than
14 days of a fill cycle, a sterile 5-mL syringe was used 0. 1 ppm (Table 2). The natural seawater had high
to remove 4 mL from the 20-mL aliquot. One mL was concentrations of aerobes, general anaerobes, and
used to inoculate serial dilutions (105) of each of the APB, but no culturable SRB (Table 3). Water was also
following seawater media: phenol red dextrose broth, analyzed after a 14-day wet cycle during the exposure
Postgate medium B, nutrient broth, and thioglycollate period of 74 days to 98 days (Table 3). The pH fluctu-
medium were used to determine the most probable ated within narrow ranges from the original values.
numbers of acid-producing bacteria (APB), SRB, and Bulk sulfide concentrations in all tanks increased
general heterotrophic aerobes and anaerobes, respec- (Table 3). SRB were cultured from both aerobic/
tively. Dilutions were incubated for 28 days at room aerobic and deoxygenated/deoxygenated tanks.
temperature. DO concentrations in the deoxygenated water and

Four coupons (one horizontally and three verti- atmosphere were consistently higher than the design
cally oriented, i.e., one from each row) were periodi- value of 0.2 ppm (Figure 2). Draining water from the
cally (1 month to 3 months) removed. Coupons were tanks had a profound influence on Eco, measurements

CORROSION-Vol. 61, No. 12 1175
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FIGURE 2. (a) Dissolved oxygen (ppm) measured in the three different exposures (filildrain cycle condition) over the entire
395-day exposure peod and (b) a close up of the first 10 days of exposure..

(Figures 3 and 4) during the first 100 days because layer was black, tenacious, and XRD indicated ma-
of an incomplete circuit in the absence of the electro- gliemite (y-FeO 3). Images in Figure 5 represent a sin-
lyte. However, after 100 days of exposure, a sodium gle row of coupons (row 2) collected at 98, 146, 237,
chloride (NaCl)-rlch water film provided a salt bridge and 395 days from the deoxygenated/deoxygenated
between carbon steel samples and the reference elec- tank. Images in Figure 6 demonstrate differences be-
trode, facilitating stable E,, measurements during tween side and bottom coupons. All outer layers con-
the drain cycles. Figure 4 plots Eor, measurements tained concentrations of twisted bacterial filaments
from Figure 3 sorted by row. Ecorr values for the bot- that, in some cases, were encrusted in Iron (Figure
tom row 4 coupons tended to be consistently low and 7). EDS spectra indicated minor amounts of sulfur in
unaffected by the fill/drain cycles, especially in the corrosion products on all coupons. Tr-ace amounts of
deoxygenated/deoxygenated tank (Figure 4[cJ). mackinawite were identified by XRD in the corrosion

The specific appearance of the coupons varied products formed under deoxygenated/deoxygenated
with oxygen concentration in the water or atmosphere conditions. The appearance of the coupons gave no
at the time of collection (Figure 5). hin general all expo- indications of the type, severity, or distribution of the
sure conditions produced a two-tiered corrosion layer. corrosion (Figure 8). Coupons removed from side row
In the presence of oxygen, the outer, extremely fragile 1 (Figure 8[b]) were pitted over roughly one-half of the
layer was reddish orange and XRD data indicated surface. Corrosion on the coupon exposed in bottom
halite (NaCi), lepidocrocite, and goetbite. The inner row 4 was general over the entire surface (Figure 8[dJ).
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FIGURE 3. Average E,, (VAvgACL) values for the four coupon rows for filbldrain exposure conditions: (a) aerobic/aerobic, (b)
deoxygenated/aerobic, and (c) deoxygenated/deoxygenated. Dissolved oxygen levels (ppm) are plotfled on the secondaty
y-axis with shaded areas indicating drain cycle periods.
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FIGURE 4 (continued). Average Eýo (VAPA) values for the three fill/drain exposure conditions sorted by coupon row: (a)
row 1, (b) row 2, (c) row 3, and (d) row 4. Shaded areas indicate drain cycle periods.

side row samples at 137 days. At 170 days, all rows and 3 all have the same corrosion behavior for a given
had the same low corrosion rate of 0.001 fr-. How- tank. Corrosion rates were highest for the side row
ever, at 207 days, corrosion rates of all rows increased coupons in the deoxygenated/aerobic tank. Corrosion
to between 0.007 - to 0.01 f-' with row I having the rates for the side rows in the aerobic/aerobic tank
highest and row 4 having the lowest rate. This rate were unaffected by long periods of exposure to atmo-
increase corresponded to a measurement taken after spheric oxygen, whereas the side rows in the other
a 46-day exposure to 5 ppm atmospheric oxygen. two tanks were strongly affected in the first 150 days,
Interestingly, coupons in the aerobic/aerobic and after which only the deoxygenated/aerobic tank was
deoxygenated/aerobic tanks were exposed to higher consistently affected by atmospheric oxygen levels.
concentrations of atmospheric oxygen (7 ppm) over The 1 /RP values for row 4 of all tanks were low ini-
the same exposure period but did not exhibit the tially. The instantaneous corrosion rate for row 4 of
same increase in corrosion rates as the side row cou- the aerobic/aerobic tank remained stable throughout
pons in the deoxygenated/deoxygenated tank. After the experiment as did those in the deoxygenated/
207 days, corrosion rates of the side rows remained deoxygenated tank. At the conclusion of the experi-
low at 0.001 f•' while the bottom row corroded at ment, coupons in row 4 of the deoxygenated/aeroblc
twice the rate but was still low in comparison to the tank were corroding at the highest rate of any of the
deoxygenated/aerobic tank. Figure 10 plots corrosion rows in any of the tanks. Figure 11 is the combined
rate data from Figure 9 sorted by row. Side rows 1, 2, data of all tanks and rows with the side rows reported

CORROSION-Vol. 61, No. 12 1179
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(a) (b)

(c) (d)

FIGURE 5. Photographs of row 2 coupons from deoxygenated/deoxygenated fill/drain condition after exposure times of
(a) 98, (b) 146, (c) 237, and (d) 395 days.

as an average. Coupons in the deoxygenated/oxygen- dissolved gases in the water column to produce a

ated tank row 4 had the highest corrosion rates over DO concentration of approximately 0.2 ppm. DO

the experiment, while the side rows in the aerobic/ concentration in the water was not measured. They

aerobic tank and all coupons in the deoxygenated/ indicated that controlling the oxygen concentration

deoxygenated tank had the lowest. Weight-loss data in their shipboard experiments was the most difficult

indicate the same trends (data not shown). aspect of their deoxygenation experiment. The oxygen
data from the field experiment reported in this paper

DISCUSSION (Figure 2) demonstrate that difficulty. In the initial
stages (Figure 2[b]) of the experiment, it is extremely

Dissolved oxygen levels were decreased to hypoxic easy to reduce the oxygen concentration in the bulk

levels by the direct treatment of raw seawater with an seawater to below 1 ppm. However, aerobic respira-

inert gas mixture and dissolved oxygen levels were tion and abiotic corrosion reactions consume oxygen

measured within the water column itself. In contrast, readily and drive the DO concentration to zero within

Matsuda, et al.,2 pumped nitrogen gas only into the days in all tanks resulting in anaerobic conditions.

headspace of a partially filled, sealed ballast tank for Maintaining a specific hypoxic DO concentration in

1.5 h. They placed an oxygen sensor in the headspace a sealed tank will require an accurate prediction of

and deduced that the purge gas equilibrated with the probable oxygen consumption, monitoring, and the

1180 CORROSION-DECEMBER 2005
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WI

(a) (b)
FIGURE 6. Photographs indicating the different appearance of (a) row 1 and (b) row 4 coupons from deoxygenated/aerobic
fill/drain condition after 395 days' exposure.

ability to add oxygen should respiration and corro- During fill cycles, Eo,, values within any one ex-
sion reactions reduce DO below the target concentra- posure condition varied by 50 mV or less. The greatest
tion. The concentration of DO in the seawater was a difference observed was between the bottom row (row
direct function of the performance of the gaskets and 4) and the side rows (rows 1 through 3) in all three
seals. When the seals held it was possible to main- exposure conditions (Figure 3). Trends in Ecorr values

tain the decreased oxygen levels in the water. When are more evident when sorted by row (Figure 4). In
seals failed (e.g., 100 days and 180 days), oxygen each row, the aerobic/aerobic exposure condition
diffused into the tanks immediately. While we were had the highest Ec.rr values observed, with the largest
unable to maintain the desired hypoxic conditions Ec.r. value differences (when compared to conditions

in the seawater and atmosphere, we can assess the deoxygenated/aerobic and deoxygenated/deoxygen-
corrosion of carbon steel resulting from the ingress ated) found in rows 1 through 3 (Figures 4[a] through
of the oxygen into the hypoxic environments. Peaks [c]). As discussed previously, coupons in row 4 never
in the instantaneous corrosion rates at 137 days and fully dried because of the residual water remaining in
207 days (Figure 9) followed periods of exposure to the bottom of each tank during the drain cycles. Only
atmospheric oxygen (Figure 2[a]). Corrosion rates of small differences (<20 mV) were observed between the
side row coupons of the two exposure conditions with row 4 Ecorr values for all exposure conditions (Figure
deoxygenated seawater (deoxygenated/aerobic and 4[d]). These results suggest that Eo, values (during fill
deoxygenated/deoxygenated) were affected. Bottom cycles) for coupons dried during drain cycles (rows 1
rows were less affected because the residual water through 3) are more dependent on atmospheric con-
prevented desiccation. Hypoxic conditions in the de- ditions than coupons remaining wet throughout the
oxygenated/deoxygenated tank produced the desired experiment. As noted earlier, Ecorr values stabilized
effect of reducing corrosion as measured by LPR. during drain cycles after a salt bridge formed between
However, the introduction of oxygen caused an im- the working and reference electrodes. While these
mediate increase in the corrosion rate. These results results are interesting, they may not be accurate due
confirm the experiments of Hardy and Bown5 and Lee to the lack of fully immersed electrodes. Peterson, et
and coworkers.6" al.,' 1 noted that the impedance of the saltwater film,

Our data demonstrate an important practical which bridged working and Ag/AgCI reference elec-
consideration not previously discussed by other au- trodes (not fully immersed), was on the same order of
thors. The increase in the instantaneous corrosion magnitude as the internal impedance of the recording
rate does not correspond directly with the amount instrumentation. The resulting voltage drop across
of oxygen introduced at any one time. Instead the the electrodes was divided between the salt bridge
increase is related to the prevailing oxygen concentra- and the instrumentation, resulting in a lower (smaller
tion at the time oxygen is introduced. At the time of magnitude) reading. This same trend was observed in
inadvertent oxygen introduction, the lower the con- the current study during drain cycles (Figures 3 and
centration of dissolved oxygen in the water, the larger 4). Peterson, et al., suggest the use of either a very
the increase in the corrosion rate (Figure 9). high impedance potentiometer (where the effective in-

CORROSION-Vol. 61, No. 12 1181
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Aerobic/Aerobic Aerobic/Aerobic
Row 4 Row 4

(a) (b)

Deoxygenated/Aerobic Deoxygenated/Deoxygenated
Row 1 Row 1

(c) (d)

FIGURE 7. Micrographs of corrosion products from all three exposure conditions from (a) 395 days, (b) 207 days, (c)
146 days, and (d) 395 days. Spiral filamentous bacteria can be seen with and without encrusted iron corrosion products.

strument impedance approaches infinity), resulting in loss measurements do not provide insights into pit-
a full (undivided) magnitude reading, or the use of a ting. Intense localized pitting can produce small
recording system that has a lower impedance than the weight losses. Conversely, the most electrochemically
salt bridge, which would give no reading or at least a active (corroding) area on a surface dominates linear
very low reading during drain cycles, polarization measurements. Differences in 1 /R, val-

Neither weight loss nor LPR provides an absolute ues (instantaneous corrosion rates) for side rows in
quantification of localized corrosion. Weight loss is an any one experimental condition cannot be readily ex-
average of material lost from the surface and is best plained. In the experiments reported here, weight-loss
suited for approximations of general corrosion. Weight- and LPR data indicate the same basic trends and both
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Row 1 Row 1

(a) (b)

Row 4 Row 4

(c) (d)
FIGURE 8. Photographs from aerobic/aerobic exposure conditions: ([a] and [c]) before and ([b] and [d]) after acid cleaning
from row 1 and row 4 after 170 days' exposure. Prior to cleaning, no difference is observed between the two coupons.
However, after cleaning, the row 1 coupon has evidence of severe localized pitting corrosion while the row 4 coupon only
has evidence of general uniform corrosion.

can be used for comparing relative corrosion rates. is impossible to elaborate on the specific roles/mecha-
However, pitting could only be described after acid- nisms of microbiologically influenced corrosion (MIC)
cleaning and direct examination. XRD, ESEM, and in the cycling experiments. Bacterial types were quan-
EDS measurements show that it is possible to docu- tiffied in the seawater at the start of the experiment
ment precisely the mineralogy, microbiology, and and after 14 days of stagnation. It is generally recog-
chemical composition of corrosion layers at specific nized that only a small percentage of the natural mi-
times; however, it is not possible to use those data to croflora can be cultured using selective culture media
predict the type of corrosion, severity, or distribution, and a single incubation temperature. Furthermore,
In all cases data were influenced by the oxygen con- organisms cultured from the bulk medium cannot be
centration at the time of the sample collection. used to approximate the numbers and types of organ-

Despite the presence of bacteria in all surface isms on the surface. No attempt was made to follow
corrosion products and the measurement of a diverse the microbial populations on the surface of the cou-
microbial microflora in the bulk seawater medium, it pons. Spatial relationships between the filamentous

CORROSION-Vol. 61, No. 12 1183



CORROSION SCIENCE SECTION

0.012 .... ... r ~ v&

Pi' (W1
0.0-~L10 Fk2

Ro1w 3

D r3 W

in.

ozoewt,

0~ ~~~~Fp~~i so-r f DJ 15 5113V 430 v

FIUR 9 Istntneu crrsin ats 11,fr) f id rws1 houh ad otomro cupnsfo (a)dri

exosrecndtinsoerth 35da epoue:(a arbilarbi, b)doxgeatdaeobcad q)dexgeatd
deoxygenated.-.-.. Shddaesidct danccepros

118 CORSONDCMBR20



CORROSION SCIENCE SECTION

i .•.Ion5bJ .

Fxpqrwo- Tirna ,r,,s.

0 W IW C3 2E4 Sro' 3o 5,

(b)

FIGURE 10. Instantaneous corrosion rates (1/Rp £T') for the three fill/drain exposure conditions sorted by row over the
395-day exposure: (a) row 1, (b) row 2, (c) row 3, and (d) row 4. Shaded areas indicate drain cycle periods.

bacteria and corrosion products (Figure 7) cannot be sence of SRB in the seawater, but only as an inability
interpreted as MIC because bacteria are attracted to to grow the organisms in a particular medium. How-
anodic sites on ferrous materials exposed in seawa- ever, the oxygen level in the deoxygenated/aerobic
ter. " In previous experiments, Lee, et al.,'- demon- condition was highest at the time of collection (Day
strated that SRB were responsible for the corrosion 98), as shown in Figure 2(a), which may account for
of carbon steel exposed to totally anaerobic seawater the lack of culturable SRB. Only trace amounts of sul-
for one year. The corrosion product was predomi- fides were identified in the corrosion products of the
nantly mackinawite, a mineralogical fingerprint for deoxygenated/deoxygenated tank. Periods of deoxy-
SRB-influenced corrosion of carbon Steel. 13 In the ex- genation could increase localized corrosion resulting
periments described in this paper, dissolved sulfides from the activities of naturally occurring miceroaero-
increased in all experimental conditions (Table 3) and philic, facultative, or obligate anaerobic bacteria. Sea-
SRB were cultured from waters in two of the three water contains 2 g/L sulfate that can be reduced to
tanks. It is interesting to note that SRB could not be sulfide by SRB in the absence of oxygen. Deoxygen-
cultured from the natural seawater at the time of col- ation can also result in putrefaction, the anaerobic
lection or from deoxygenated water with an aerobic breakdown of sulfuir-rich proteins, and levels of sul-
headspace after 14 days of a fill cycle using Postgate fides will not be limited to the sulfate concentration in
medium B (Table 3). The absence of SRB growth in the seawater. Sulfide reacts with iron oxide, formed in
Postgate medium B cannot be interpreted as an ab- the atmosphere or in oxygenated seawater, to produce
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FIGURE 10 (continued). Instantaneous corrosion rates (11/R, -•) for the three fill/drain exposure conditions sorted by row

over the 395-day exposure: (a) row 1, (b) row 2, (c) row 3, and (d) row 4. Shaded areas indicate drain cycle periods.

a nontenacious iron sulfide layer that can be removed to form a corrosion product that ultimately transfers

with stress or converted back to an oxide by the intro- electrons to oxygen. Consistent with that model, most

duction of oxygen. In either case the sulfide layer is reported cases of SRB-induced corrosion of carbon

not uniformly removed or oxidized, creating adjacent steel in marine waters are in environments with some

anodic and cathodic regions and aggressive corrosion. DO in the bulk medium.'- 4 Lee, et al.,24 recently

Again, these "snapshots" of the microbial population demonstrated that oxygen was not required for local-

in the bulk seawater are interesting, but cannot be ized corrosion of carbon steel exposed to seawater.

interpreted as to their impact on the corrosion. Desic- In fact, they demonstrated more aggressive, localized

cation during the drain cycles may have prevented the corrosion of carbon steel in totally anaerobic stag-

establishment of a biofilm and the conditions for MIC. nant natural seawater than in oxygenated stagnant

Hamilton' recently proposed a model for MIC in natural seawater. They further demonstrated that the

which he concluded all mechanisms involved a pro- introduction of oxygen to the totally anaerobic stag-

cess of electron transfers from the base metal to oxy- nant tank caused an immediate increase in weight

gen as the ultimate electron acceptor through a series loss and instantaneous corrosion rate. The 1 /Rp data

of coupled reactions. The specific coupled reactions from those stagnant experiments are compared with

varied with the mechanism and causative organism. the fill/drain cycling data presented in this paper in

In the case of SRB, sulfate, an intermediate electron Figure 12. Stagnant aerobic conditions had the lowest

acceptor, is reduced to sulfide that reacts with iron corrosion rates while the bottom row of the stagnant
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FIGURE 11. Instantaneous corrosion rates (1/R1 , £f-) of side (average of rows 1, 2, and 3) and bottom row 4 coupons for the
three fill/drain conditions for the 395-day exposure. Shaded areas indicate drain cycle periods.
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FIGURE 12. Instantaneous corrosion rates (1/R, -fr1) of side (average of rows 1,2, and3) and bottom row4 coupons forthe
three fill/drain conditions for the 395-day exposure (Figure 15) in comparison to stagnant aerobic and stagnant anaerobic
conditions. Stagnant aerobic conditions had the lowest corrosion rates, while the bottom row of the stagnant anaerobic case
had the highest.

anaerobic case had the largest (until the end of the sion control measure for unprotected carbon steel
exposure period, at which time the side rows had the ballast tanks. However, they also demonstrate the
largest). The 1/Rp data from all cycling experiments impracticability of such an approach to corrosion
were intermediate between those extremes, control.

4* Any attempts to use deoxygenation as a corrosion

CONCLUSIONS control measure will have to consider both the con-
sumption of oxygen by aerobic respiration and corro-

*o Experiments described in this paper demonstrate sion reactions, as well as the introduction of oxygen
the potential application of deoxygenation as a corro- from the atmosphere.
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